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max 1t
7 t
max 10 t — 18m i :J
18m 281
23t
Peso della gru (max altezza s.g. @ max sbracelo)
Dead weight {max w.h. height and max jib radius) 45t
Poids de construction (max hauteur sous croche!l el max poride) '
Konstruklionsgewicht (max Hakenhéhe und max Ausladung)
Potalnza totale instaliata Corrente trilase
otal molor eutput Maine suppl g
Linkanos fotald moteurs 2% KW Goursnt (mkags  BBQ V < BO Ha
Gesamtmotorenielstung Drehstrom
Cap _culh vamento m. GUO Max 1, con tira 1V m, 150 Max o gon tire VI m. 100
1o ity GO Maa 16 wIth IV fa11s 1500 Mk e with VT fadls 1000
Velocita Argano dl scllevamento il
Speeds Hoist winch
Vitesses Trauil de levage
Geaschwindigkelten Hubwark mimin kg mimin
25 k 03 g"'i_;f;f:; 20/6000 25 | 3000 17
A kgm tr/min
09 U/rmin
14HFP
1 min
10,5 Kw




Completamente smontabile a spine.
Mmensioni e pesi dei componenti.
Dimensione max. L = 3 @,

Peso max. P = 1200 Kg.

Pin connectes completely dismountable.
Dimensions and weights of components,
Max. Dimension L = 3 m.

Max. waight P = 1,200 Kg.

Carico max: Shracci e portate
Sbraccio Jib radius and capacity
Porata Portée at charge

Max capacity Ausladung und Tragkraft
Charge max

Max Tragkraft

6000 Kg 3 8 10 12 i5 18 @
from 4,3 6000 6000 4600 3700 2800 2300
0 8 m

deg (94

=5

VI

CARATTERISTICHE COSTRUTTIVE
Struttura: Caleslata secondo le
norme UNI-CNR. Costruita completa-
mente su maschere con acciai di
qualitd calmati,

Crgani meccanici: Argano di solleva-
mento e montaggio; riduttore di
rotazione e riduttore carrelle in
bagao d'oldio. Motori autofrenanti
in protezfone P 33,

Dispositivi di sicurezza: Conformi
alle vigenti norme ENPI e FEM,
Montagglo: Montaggio e smontaggio
con mezzi propri, la gru & priva di
zavorra ¢ Ve plastre di appoggio
sono direttamente ancorate alla
struttura de) fabbricato mediante
appasiti tirafondi recuperabili.

MAIH FEATURES
Structure: Calculated in cofiformity with
AUNI-CNR standards.’ Structural steelwork
of halanced quality steel, completely
butlt on jigs.
tiofsting Mechanisms: Hoist winches,
reduction qears in oil bath. Self braking
motors with ¢ 33 protection,
Safety Devices: Complying with Italian ENPI
and European FEM standards,
Erection: Assembly and dismantling with own
means, the crane is without ballast and the
bearing plates are anchered dirsctly to the
building structure with the use of oroper
recuperable tie-down balts,

Capacitd tamburo sollevamento m. 600G Max H. con tiro IV m.1%0 Max H. con tiro %1 m. 100

Hoist drum capacity 600m

Max H, with IV falls 150m Max H. with VI falls 100m

Una grande industria per l'edilizia.

32014
Porte nelle Alpi
BL.Ita

‘0437998441
(5 linze)
telex 440023
COMGRL. |
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